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General Information — Date:

Homeowner: Phone#:
Address: City
State: Zip Alternate Phone#:

Door Information. Please note that garage information refers to inside looking out and width then height.

Do we need to Remove and Haul your old door and opener? Y N

" Width (A) Measure from the inside of the finish jamb right to left, in feet and inches if necessary.

" Height (B) Measure from the concrete to the bottom of the finish jamb top to bottom.

" Floor to ceiling (C) Measure from the floor to the ceiling or bottom of the rafters at the front of the garage and
where the opener will go (if Installing an opener). At Door At opener

" Headroom (D) Measure from the ceiling or rafters to the bottom edge of the finish jamb above the garage door.

" Side Room (E) There should be at least 31/2 inches made up of the finish jamb (bigger board) and two 2X4’s

(see drawing at top right. It should be flush on the inside of the garage (all grey areas in overall drawing) If the
jambs on the right and left are not flush with the header, some 2X6 pieces may be needed.

Right side Left side
. Is the opening Square ___ Arched ___or Cut Corners __?
" Beams in middle of garage effecting door? Y N How Far Back from door __ How far down
. Type of Ceiling — Open closed Sheetrocked Y N
" Are we installing a new door opener? Y N s there an outlet near where the opener willbe? Y N
" Re-hook Old Opener Y N  Does it have Photo Safety Eyes (PSE)?** Y N

**Please note that if you wish to use your existing opener, and it DOES NOT have PSE’s, Best Overhead Door, LLC CANNOT
rehook the opener.**

" Is the space in the garage cleared on the sides and middle to allow for installation of door and/or opener? Y N
Notes:

Best Overhead Door, LLC 11445 SW Tiedeman Ave - Tigard Oregon 97223 p-503-620-1205  f-503-598-3475




